The expert of hydraulic and hand tools in electrical engineer -

RSC-Series:
Single-Acting Low Height Type

® Cylinderis made of high-strength alloy steel, are hardened and
not easily deformed.

# Plunger surface is hard chromium, wear and corrosion resistance.
® Strong spring to accelerate the speed of the plunger retraction.
@ Special sizes can be customized.
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Item Cylinder Stroke Effective Oil Collapsed Extended Outside Inner  Plunger Base to Prso?r?gliin
Capacity (mm) Area Capacity ~ Height Height Diam. Diam. Diam. Adv. Port g0 Plunger
(Ton) (cm2) (cc) A(mm) B(mm) D(mm) E(mm) F(mm) H(mm) K(mm) 5
* RSC-101 10(101) - 38 14.50 56.0 88 126 70 43.00 38.00 17.0 25 %
q
*  RSC-201 20(198) 44 28.30 126.0 98 142 90 60.00 51.00 17.0 1.5
*  RSC-301 30(293) . 62 41.90 260.0 117.4 179.4 100 @ 73.00 - 67.00 17.0 1.4
*  RSC-501 45(445) 60 63.60 382.0 123 183 124 90.00 70.00 23.0 2
* RSC-1001 90(887) 57 126.70 722.0 141 198 165 127.00 92.20 32.0 1
Screw Thread Size
It Weight
em Thread Thread Depth  Bolt Circle (Kg)
O(mm) P(mm) U(mm)
* RSC-101 M4 8 26 1.8
* RSC-201 M5 8 39 4.3
* RSC-301 M5 8 39 6
* RSC-501 M5 8 39 9.6
* RSC-1001 M8 10 55 227
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