@ é Hydraulic Cylinder _

o RRH-Series:
- Double-Acting, Hollow Plunger Type

# Cylinderis made of high-strength alloy steel, are hardened and
not easily deformed.
@ Plungersurfaceis hard chromium, wear and corrosion resistance.

@ Hollow plunger design allows for both pull and push forces, increasing
the acting speed.

& Relief valves protect against over pressuring.

® Special center tube protect plunger and inner of cylinder increases
product life.

@ External thread can be easily fixed.

® Special sizes can be customized.
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Max. Cylinder Cylinder Oil cyl
Cylinder Strok Capacity Effective Area Capacity Coll. Ext. Out. Bgré Pingr.
Item Capacity (mmf’ (Ton) (cm?) (cc) Height  Height Diam. Diam Diam.
(Ton) A(mm) B(mm)  D(mm) E(mm.) F(mm)
Push Pull Push  Pull Push Pull
E * RRH-307 30 178 326.0 2130 46.6 @ 304 829.0 541.0 330 508 114  88.90 63.50
326
Q- RRH-3010 (326) 258 326.0 213.0 @ 46.6 304  1202.0 784.0 431 689 114  88.90 @ 63.50
RRH-603 89 576.0 380.0 823 54.2 733.0 482.0 247 336 159 123.90 92.20
RRH-606 (56706) 166 576.0 380.0 823 542 1366.0 900.0 323 489 159 123.90 92.20
RRH-6010 257 ~ 576.0 380.0 823 542 21150 1393.0 438 695 159 123.90 92.20
RRH-1001 38 931.0 612.0 133.0 874 505.0 333.0 165 203 212 165.10 127.00
g- RRH-1003 95 76 931.0 612.0 133.0 874 1011.0 @ 666.0 254 330 212 165.10 127.00
931 i i i i i i i i
0] RRH-1006 (931) 1563 931.0 612.0 133.0 874 20350 1337.0 @ 342 495 212 165.10 127.00
RRH-10010 257  931.0 612.0 133.0 87.4 3420.0 2246.0 460 717 212 165.10 127.00

RRH-1508  145(1429) 203 1429.0 718.0 204.1 102.6 41440 2083.0 349 552 247 190.50 152.40

Outside Size Screw Thread Size Base Mounting Holes
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*  RRH-307 25.0 60 63 9 1131616 22 41/2-12 42 3330 9220 3/8-16 157 21.65
RRH-3010  25.0 60 63 9 1131616 22 41/2"12 42 3330 9220 3/8"16 157 27.65
RRH-603 310 66 91 12 23416 19 61412 48 5410 13000 1/213 140 29.60
RRH-606 310 66 91 12 23416 19 61412 48 5410 13000 17213 140 3660
RRH-6010  31.0 66 91 12 23/4"16 19 61/4"12 48 5410 13000 1/2-13 140 46.60
RRH-1001 380 44 126 12 416 25 — 7950 17780 5811 190 36.60
RRH-1003 380 85 126 12 416 25 838-12 60 7950 177.80 5@-11 190 64.60
RRH-1006 380 85 126 12 416 25 83812 60 7950 177.80 5811 190 8260
RRH-10010 380 85 126 12 4™16 25 83812 60 7950 177.80 5/8-11 190 109.60
RRH-1508  38.0 60 127 4 41412 25 — — 7950 21400 5811 150 116.00
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