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MPCB-301(Three in One)
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This is a multifunctional compound machine. Providing complete humanity features to
prevent from wasting human resources. It is not only saving wages, but also according
with a consistent working schedule. In application of high pressure in the small-scale
transformers, switchgear, power distribution boxes, and other production lines and
assembly spots, it can bring in to full play while modifying the usage.

Features Description:

1.1t is designed for working on an open platform. A grinded chrome mirror has treated
on the surface, which is antirust and abraded resistant. The flat, steady platform supports
the working busbar. It protects the workpiece from twisted or torched. The busbar is easy
to putin and take out.

2.The working platform with foot standard sizes are available to measure .1000 kgf / cm?
oil-filled fuel gauge device can display all kinds of machine tools pressure readings, to
avoid overload protection

3.The adjustable design of the size control maintains the consistency of the workpieces.
It is freely adjustable for the Quartet-three-valves to be switched at any time for all kinds
of machine tools.

4.The slide-type design of copper material collecting groove and outlet helps copper scrap
slide down naturally.

5.The foot-control switch improves work efficiency.
6.The 360 ° swivel casters allow the machine to be moved easily, have high mobility.

Contains three functions: punching, flat bending, and cutting
busbar.

Punching: punching precisely, fewer glitches, depth in 70mm.
The max. punching capacity - copper and aluminum: D20.5x10mm,
iron: D20.5x8mm.

Flat bending: completes a 90-degree bending at once. Has an
angle scale, which allows user to easily control and bend a
wanted angle. The max. bending capacity: 200X10mm.
Cutting: a V-type cutter makes the cutting edge smoother without
anotch. The max. cutting capacity: 150x10mm.

Contains an auto-hydraulic pump. The outputis 700 kgf/cm?
(10000psi).




The expert of hydraulic and hand tools in electrical engineer -
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MPCB-301

Punching Capacity (mm)

Copper, Aluminum D20.5x10/
IronD20.5x8
Standard sizes:3/8"(10.5),
1/2"(13.8),5/8"(17),3/4"(20.5)

MPCB-401(Four in One)

# Contains four functions: punching, flat bending, vertical bending,
and cutting busbar.

® Punching: punching precisely, fewer glitches, depth in 70mm.
The max. punching capacity - copper and aluminum: D20.5x10mm,
iron: D20.5x8mm.
Flat bending: completes a 90-degree bending at once. Has an angle
scale that allows user to easily control and bend a wanted angle.
The max. bending capacity: 200X10mm.
Vertical bending: completes a 90-degree bending at once. Has
many kinds of templates that allows bending busbar in different
thicknesses. The max. bending capacity: 125X12.5mm.
Cutting: a V-type cutter makes the cutting edge smoother without
anotch. The max. cutting capacity: 150x10mm.

# Contains an auto-hydraulic pump. The outputis 700 kgf/cm?
(10000psi).

Thickness Wian  Bendng Tl
(mm) (mm) (mm)
6 40/50/60 90 140
8 80 90 140
8 100 90 140
10 80 90 160
10 100 90 160
10 125 90 160
12.5 125 90 160

Bending Capacity (mm)

Copper, Aluminum 150x10

Cutting Capacity (mm)

Copper, Aluminum 150x10

MPCB-401

Copper, Aluminum D20.5x10/
IronD20.5x8
Standard sizes:3/8"(10.5),
1/2"(13.8),5/8"(17),3/4"(20.5)

Flat bender:

Copper, Aluminum:125x12.5
Vertical bender:

Copper, Aluminum:125x12.5

Copper, Aluminum 150x10
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